@OPPER

Product Code: CC-13209045FRA

Fiche Label

Product Specification

Item Description: 36X18 TWIN INSULATED

C

e Soild Copper Construction
e Factory Insulated

e Various configurations to suit individual requirements

Capacity ERP Type

117 L Copper

Product Specification

Item category code

Standing heat loss (k\Wh/24h)
Actual capacity (Ltr)

Psi (Ibf/in?

Max working pressure (Bar)
Heat loss (Watts)

Erp band

Coil 2 flow (LPM@80°C)

Thermal insulation

Dimensions

A - Height (mm)

B - Diameter (mm)
C (mm)

E (mm)

F (mm)

G (mm)

Click or scan here to view the product page:

Brand

JOULE COPPER

Model
INDIRECT
Copper Product group code
1.63 Max. working head (m)
117 Grade
20 Foam thickness (mm)
.98 No heat exchangers
68 No immersions
C Coil 1 flow (LPM@80°C)
15 Cylinder material
PU Foam Coil material
900
450
100
525
28
860

JIE COPPER

10

3

25

2

0

15
Copper

Copper

—_— N\ — - -


https://erpfichetool.jouleiot.com/api/label/Joule%20IE/product/pdf/CC-I3209045FRA
https://www.joule.ie/
https://www.jouleuk.co.uk/
https://joule.ie/products/copper-twin-coil-ie/

https://joule.ie/products/copper-twin-coil-ie/

Joule UK

4 Valencia Park, Gilcar Way,
Wakefield Europort
Castleford, West Yorkshire
WF105QS, UK

joule

Manufacturing Excellence

Joule Ireland

Unit 407 NW Business Park,
Cappagh Road,Ballycoolin,
Blanchardstown,

Dublin
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